
CUSTOM PREFAB. GALV. STEEL LANDING AND 
SUPPORT POSTS, W/ HEAVY-DUTY OPEN GRATE 
DECKING & WELDED GUARDRAILS (ALL FIELD-FINISH 
PTD.), BOLTED TO LADDERS, BRIDGING OVER T.O. 
PARAPET WALL & CORNICE.  ANY ATTACHMENT OF 
LANDING TO T.O. PARAPET WALL IS TO BE FLASHED 
SIM. TO A1/1.A7-703

CUSTOM PREFAB. GALV. STEEL 
SHIPS LADDERS W/ HEAVY-DUTY 
OPEN GRATE TREADS & WELDED 
HANDRAILS, BOLTED TO STEEL PIPE 
SUPPORTS/CAP @ BASE OF EACH 
STRINGER (ALL FIELD FINISH 
PAINTED)

EXIST STANDING 
SEAM METAL ROOF 
ASSSEMBLY OVER 
EXIST. SLOPED, CONC. 
AND TERRACOTTA 
TILE ROOF DECK TO 
REMAIN - EA. ROOF

5" MIN.

0' - 8 1/2"
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0
' 
- 

5
"

1'
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9
"

0
' 
- 

9
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"

0
' 
- 

9
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"

4E.4

A1

1.A5.101

CUSTOM PREFAB. GALV. STEEL SHIPS LADDERS & 
LANDING W/ HEAVY-DUTY OPEN GRATE DECKING 
& RAILINGS (ALL FIELD FINISH PTD.), EXTENDING 
OVER T.O. ROOF SEPARATION PARAPET WALL
*ANY ATTACHMENT OF LANDING TO T.O. PARAPET 
WALL IS TO BE FLASHED SIM. TO 6/A-602 

5' - 6"

3
' 
- 

0
"

2
' 
- 

0
"

1' - 0"

+/-

2' - 11"

PROVIDE CROSS 
BRACING IN LANDING 
FRAME (SHOWN 
DASHED)

________________________________________________________________________
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A1

TYP.

2' - 0"

EXIST STANDING SEAM 
METAL ROOF OVER EXIST. 
CONC. & TERRAC0TTA TILE 
ROOF DECK TO REMAIN

12
3 1/2

ROOF SEPARATION 
PARAPET WALL BEYOND

GALVANIZED L3x3x1/4

LADDER RUNG

GALVANIZED LADDER 
SUPPRORT FRAMING

EXIST MASONRY WALL
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ENLARGED PLANS & SECTIONS

60% SUBMISSION DRAFT

3/8" = 1'-0"1.A5.101

A1 ACCESS SECTION - UPPER ROOF PARAPET

3/8" = 1'-0"1.A5.101

B1 ENLARGED ACCESS PLAN - UPPER ROOF PARAPET

01' 1'

SCALE

1/2" = 1' (11x17)
1" = 1' (22x34)

2

SCALE

0 2 4

3/16" = 1' (11x17)
3/8" = 1' (22x34)

30

3/8" = 1'-0"1.A5.101

A2 ACCESS LADDER ELEVATION

SOGR - 1 

SOGR - 1 SOGR - 1 
3/4" = 1'-0"1.A5.101

A3 TYP LADDER ATTACHMENT DTL



CUSTOM PREFAB. GALV. STEEL 
OPEN-RUNG LADDER W/ SAFETY 
CAGE (FIELD FINISH PTD.) TO 
PROVIDE ACCESS TO UPPER E/W 
WING ROOFS

CUSTOM PREFAB. GALV. STEEL 
SHIPS LADDER AND LANDING W/ 
HEAVY-DUTY OPEN GRATE 
TREADS & WELDED HANDRAILS -
BOLTED TO STEEL PIPE 
SUPPORTS/CAPS FASTENED THRU 
TO STRUCTURAL ROOF DECK (ALL 
FIELD FINISH PTD.)

CUSTOM PREFAB. GALV .STEEL 
MAINTENANCE ACCESS STAIR W/ 
HEAVY-DUTY OPEN GRATE TREADS & 
WELDED HANDRAILS (FIELD FINISH 
PTD.) - BOLTED TO FLOOR AND WALL

4TH FLOOR INT.

EXIST. ACCESS DOOR TO 
REMAIN

NEW SINGLE-PLY MEMBRANE 
ROOFING & INSULATION ASSEMBLY 
OVER EXIST. CONC. AND 
TERRACOTTA ROOF DECK TO 
REMAIN (3

'-
2

" 
@

W
.W

IN
G

)

3
' 
- 

9
"

EXIST. STONE PARAPET & 
CORNICE TO REMAIN

EXT.
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1.A7.703

A2

SIM

3
' 
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2
"

2
' 
- 

2
"

0
' 
- 

7
 1

/4
"

(V.I.F.)

2' - 4"4' - 3"

1' - 8"

4
5
.0

0
°

3
' 
- 

0
"0' - 5" MIN.

1"
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A2

(E
X

T
E

N
D

 T
O

 R
O

O
F

 D
E

C
K

 @
W

.W
IN

G
)

6
' 
- 

8
"

8
' 
- 

8
"

5
' 
- 

6
"

CUSTOM PREFAB. GALV. STEEL OPEN-
RUNG LADDER W/ SAFETY CAGE; MOUNT 
W/ STAND-OFF BRACKETS TO EXTEND 
BEYOND GUTTER & CORNICE. BOLT TO 
CONT. VERT. ANGLE SUPPORTS 
FASTENED INTO EXIST. MASONRY WALL -
REFER TO DETAIL INDICATED (ALL FIELD 
FINISH PTD.) 

*WEST WING LOCATION SIM. - LADDER TO UPPER ROOF ON OPP. FACADE FROM LANDING

CUSTOM PREFAB. GALV. STEEL 
LANDING W/ HEAVY DUTY OPEN 
GRATE DECKING & WELDED 
GUARDRAILS - SUPPORTED FROM 
LADDER & ROOF DECK (BOLTED TO 
STEEL PIPE/CAP SUPPORTS 
FASTENED THRU TO STRUCTURAL 
ROOF DECK); ALL FIELD FINISH PTD.

0' - 6" 4' - 8"

V.I.F.
1' - 2" +/-

V.I.F.

4' - 2" +/-

4TH FLOOR INT.

ROOF & INSULATION ASSEMBLY 
OVER EXIST. SLOPED, CONC. 
AND TERRACOTTA TILE ROOF 
DECK TO REMAIN 

3
' 
- 

2
"

1" 1"

12
3 1/2

NEW SINGLE-PLY MEMBRANE 
ROOFING & INSULATION ASSEMBLY 
OVER EXIST. CONC. AND 
TERRACOTTA ROOF DECK TO 
REMAIN 

________________________________________________________________________

1.A7.703

A2

EXIST. STONE PARAPET TO 
REMAIN 

CUSTOM PREFAB. GALV. STEEL LANDING W/ 
HEAVY DUTY OPEN GRATE DECKING -
BOLTED TO STEEL PIPE/CAP SUPPORTS 
FASTENED THRU TO STRUCTURAL ROOF 
DECK *DO NOT ATTACH TO WALLS (ALL FIELD 
FINISH PTD.)

1' - 10"

3
' 
- 

6
"

2"

________________________________________________________________________

1.A7.703

A1

11"

SIM

________________________________________________________________________

1.A5.101

A3

A1

1.A5.102

A2

1.A5.102

DS

CUSTOM PREFAB. GALV. STEEL 
OPEN-RUNG LADDER W/ 
SAFETY CAGE & WALK-THRU 
HANDRAILS (FIELD FINISH PTD.)

4
' 
- 

8
"

CUSTOM PREFAB. GALV. STEEL 
LANDING W/ HEAVY-DUTY OPEN 
GRATE DECKING & WELDED 
GUARDRAILS (FIELD FINISH PTD.), 
OVER STANDING SEAM METAL ROOF 
EDGE

EXIST. ROOF EDGE & 
GUTTER

EXIST. ROOF 
SEPARATION 
PARPAET WALL

3' - 0"

EXIST. MASONRY 
PARAPET WALL 
BELOW

A1

1.A5.102

A2

1.A5.102

PROVIDE 3'-0" X 3'-0" HINGED TRAP 
DOOR IN DECKING TO ALLOW 
ACCESS TO ROOF DRAINS 
BELOW - FIELD VERIFY LOCATION 
OVER DRAINS CUSTOM PREFAB. GALV. STEEL 

LANDING W/ HEAVY-DUTY OPEN 
GRATE DECKING (FIELD FINISH 
PTD.) *DO NOT ATTACH TO WALLS; 
FIELD VERIFY LOCATION OF 
SUPPORT POSTS TO AVOID 
CONFLICT W/ ROOF DRAINS

CUSTOM PREFAB. GALV. STEEL 
MAINTENANCE ACCESS STAIR 
W/ HEAVY-DUTY OPEN GRATE 
TREADS & WELDED HANDRAILS 
(FIELD FINISH PTD.)

CUSTOM PREFAB. GALV. 
STEEL SHIPS LADDER W/ 
HEAVY-DUTY OPEN GRATE 
TREADS & WELDED 
HANDRAILS (FIELD FINISH 
PTD.) 

CUSTOM PREFAB. GALV. STEEL 
OPEN-RUNG LADDER (FIELD 
FINISH PTD.) 

EXIST. STONE PARAPET 
WALL

0' - 8" V.I.F.

0
' 
- 

3
" 

V
.I

.F
.

4TH FL.
INT.

*WEST WING PLAN IS SIM. AND OPP. (LADDER TO UPPER ROOF ON OPP. FACADE FROM LANDING)

2
' 
- 

0
"

3
' 
- 

0
"

E
Q

.
E

Q
.

1"

V.I.F.

7'-6" +/-

2'-4"

V
.I
.F

.

1
'-
2

"

4
' 
- 

2
" 

+
/-

1
"

3' - 0"

CUSTOM PREFAB. GALV. STEEL MAINTENANCE 
STAIR & LANDING W/ HEAVY-DUTY OPEN GRATE 
TREADS & DECKING, AND WELDED GUARDRAILS 
(FIELD FINISH PTD.), OVER MEMBRANE 
CONCOURSE ROOF 

REFURBISHED WINDOW IN 
MASONRY OPENING OF EXTERIOR 
WALL TO REMAIN 

CUSTOM PREFAB. GALV. STEEL SHIPS LADDER W/ 
HEAVY-DUTY OPEN GRATE TREADS & WELDED 
HANDDRAILS (FIELD FINISH PTD.) - BOLTED TO 
FLOOR & WALL; CENTER W/ WINDOW

2ND FLOOR 
INT.

EXT. -
CONCOURSE 

ROOF

3
' 
- 

0
"

CL

2' - 0"

12
3/4

2ND 
FLOOR

INT.

(V
.I

.F
.)

3
' 
- 

7
" 

+
/-

0
' 
- 

5
"

3' - 5 1/2"

2
' 
- 

7
" 

V
.I

.F
.

1' - 10"

1/2"

0' - 9"

CUSTOM PREFAB. GALV. STEEL 
MAINTENANCE ACCESS STAIR W/ HEAVY-
DUTY OPEN GRATE TREADS & WELDED 
HANDRAILS - BOLTED TO STEEL PIPE 
SUPPORTS/CAP @ BASE OF EA. 
STRINGER & POSTS (ALL FIELD FINISH 
PTD.) *DO NOT ATTACH TO WALL UNLESS 
THRU MORTAR JOINTS 

0' - 7"

0
' 
- 

7
"

3
' 
- 

6
"

________________________________________________________________________

1.A7.703

A2

SIM

3
' 
- 

0
"

CUSTOM PREFAB. GALV. 
STEEL SHIPS LADDER W/ 
HEAVY-DUTY OPEN GRATE 
TREADS & WELDED 
HANDRAILS (FIELD FINISH 
PTD.) - BOLTED TO FLOOR & 
WALL

INSTALL 2X LEDGER BOARDS 
TO FURR OUT BEYOND 
WINDOW SILL & TRIM TO 
REMAIN

EXIST. WINDOW, FRAME, SILL 
& TRIM TO REMAIN

ALIGN T.O. LANDING W/ 
STONE SILL 

0' - 5" MIN.

NEW SINGLE-PLY 
MEMBRANE ROOFING & 
INSULATION ASSEMBLY 
OVER SLOPE CONC. 
ROOF DECK TO REMAIN

________________________________________________________________________

1.A7.703

A2

1. CONTRACTOR TO FIELD VERIFY ALL STAIR AND LADDER ELEVATION 
CHANGES IN FIELD

2. CONTRACTOR TO FIELD VERIFY LOCATION OF ALL EXISITNG ROOF 
STANDING SEAMS SO THAT SUPPORT PENETRATIONS FOR STAIRS AND 
PLATFORMS ARE NOT LOCATED ON TOP OF AN EXISTING  STANDING ROOF 
SEAM - REFER TO PENETRATION DETAIL INDICATED

SHEET NOTES
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HEADHOUSE REHABILITATION
EXTERIOR ENVELOPE  - EARLY RELEASE

1
.A
5
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Designer Author 10/9/20Checker 1.A5.102

ENLARGED PLANS & SECTIONS

60% SUBMISSION DRAFT

3/8" = 1'-0"1.A5.102

A2 ACCESS SECTION - 4TH FLOOR/PARAPET ROOF (EAST)
3/8" = 1'-0"1.A5.102

A1 LANDING SECTION - 4TH FLOOR/PARAPET ROOF (EAST)

3/8" = 1'-0"1.A5.102

B3 ENLARGED LANDING PLAN - UPPER ROOF (WINGS)

3/8" = 1'-0"1.A5.102

B1 ACCESS PLAN - 4TH FLOOR PARAPET ROOF EAST

31

2

SCALE

0 2 4

3/16" = 1' (11x17)
3/8" = 1' (22x34)

3/8" = 1'-0"1.A5.102

A3 ENLARGED ACCESS PLAN - CONCOURSE ROOF

3/8" = 1'-0"1.A5.102

B2 ACCESS SECTION - CONCOURSE ROOF

SOGR - 2 SOGR - 1 

SOGR - 2 SOGR - 2 

SOGR - 1 

SOGR - 2 



SLIP SHEET & SELF-ADHERED HIGH 
TEMP. WATERPROOFING 
UNDERLAYMENT OVER SUBSTRATE (MAY 
VARY PER LOCATION/DETAILS)

FOR TRANSVERSE SEAMS 
IN METAL GUTTER LINERS:
PROVIDE 3" WIDE 
STAINLESS STEEL (1602) 
PLATE BELOW SEAM AS 
SHOWN, PRIOR TO 
RIVETING

LAP SEAM, RIVETED AND 
FULLY-SOLDERED. LAP IN 
DIRECTION OF WATER 
FLOW, SHINGLE FASHION

DIRECTION OF

WATER FLOW

1/2"
METAL
PIECES

1 1/2"

1/2" TYP. 

2
" 

T
Y

P
.

LAP SEAM, RIVETED AND 
SOLDERED. LAP IN 
DIRECTION OF WATER 
FLOW, SHINGLE FASHION

1/8" DIA. METAL RIVETS, 
SPACED 2" O.C., IN TWO 
ROWS, IN A STAGGERED 
PATTERN AS SHOWN

SECTION THRU SEAM PLAN VIEW

1 1/2"

DISMANTLE BALUSTERS, CAPS AND 
DISCARD EXIST. PINS. PRE-DRILL 
HOLES FOR PINS PRIOR TO PIN 
INSTALLATION

1/4" DIAMETER S.S. PIN DRILLED AND 
EPOXIED USING HILTI RE-500 ADHESIVE 
ANCHORING SYSTEMS @ EA. BALUSTER 
(BENT PIN AT PIER, SEE ELEVATIO

MORTAR JOINT

PIER AND WALL BEYOND

BALUSTER

MORTAR JOINT

EXIST BALUSTRADE BASE TO REMAINEXTERIOR

SCHEDULED LIGHT FIXTURE

3/4" PLYWOOD FASTENED 
TO EXISTING STONE 
CORNICE

PREFINISHED ALUMINUM COPING

SELF-ADHERED HIGH TEMPERATURE 
UNDERLAYMENT

CLEAT AND DRIP EDGE

1
 1

/2
"

EPDM MEMBRANE 
GUTTER LINER - CONFIRM 
THAT MEBRANE CAN BE 
DIRECTLY ADHERED TO 
STONE

REMOVE EXISTING 
BITUMINOUS 
WATERPROOFING FROM 
GUTTER - TYP

TERMINATION BAR AND 
SEALANT

BLOCKING AT LIGHT FIXTURE 
MOUNTING LOCATIONS

SCHEDULED MEMBRANE ROOF

SELF BALLASTED PAD - STRIP INTO 
ROOF FOR UPLIFT RESISTANCE

SCHEDULED LIGHT FIXTURE - REFER 
TO LIGHTING DRAWINGS AND SPECS

C1

1.A7.701

SCHEDULED LIGHT 
FIXTURE

SELF-BALLASTED PAD

H

E
C
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ROOF DETAILS

60% SUBMISSION DRAFT

12" = 1'-0"1.A7.701

A1 TYP. LAP & TRANSVERSE SEAM DETAILS FOR ALL ROOFING

32

06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

1

SCALE

0 2 4

1/8" = 1' (11x17)
1/4" = 1' (22x34)

6

01' 1'

SCALE

1/2" = 1' (11x17)
1" = 1' (22x34)

03" 6"

SCALE

3" = 1' (11x17)
6" = 1' (22x34)

SOGR - 2 

1 1/2" = 1'-0"1.A7.701

B2 BALLUSTRADE REINFORCEMENT DETAIL

3" = 1'-0"1.A7.701

A4 CORNICE GUTTER DETAIL

3/4" = 1'-0"1.A7.701

C1 SECTION DTL AT CONCOURSE ROOF LIGHT FIXTURE

3/4" = 1'-0"1.A7.701

B1 PLAN DTL @ CONCOURSE ROOF LIGHT



EXISTING TERNE-COATED STAINLESS STEEL STANDING 
SEAM ROOF 

EXISTING NAILERS

NEW ALUMINUM GUTTER 
LINING, OVER SLIP SHEET & 
HIGH-TEMP. UNDERLAYMENT, 
SLOPED 1/16" PER FT. TO 
OUTLETS. LOOSE-LOCK SEAMS 
@ FRONT & BACK OF GUTTER -
DO NOT CRIMP TIGHT

EXISTING CORNICE & GUTTER 
TO REMAIN

PROVIDE NEW CONT. 
PPT. WOOD NAILER

CONT ALUMINUM CLEAT 
& FASCIA FLASHING W/ 

INTEGRAL DRIP TO 
MATCH EXIST - ANCHOR 

INTO EA VERT 
MASONRY JOINT

1
"

4
"

8" @
 O

U
T

L
E

T

7
" 

M
A

X
.

EXISTING 3/4" PLYWOOD OVER 4" ROOF 
INSULATION, OVER EXIST. CONC DECK 

PROVIDE CANT TO 
SLOPE FLASHING

1
"

5" +/-

1 1/4"
4 1/4"

5
" 

+
/-

6
" 

+
/-

NEW 3"X5" ALUMINUM 
DOWNSPOUT EXTEND DOWN 

THRU CORE IN CORNICE TO 
ROOF LEVEL BELOW

EXPANSION JOINT BEYOND - TURN UP BACK 
WALL OF GUTTER

12

3 1/2

1 1/2"

MIN.

7"

ISOLATE DISSIMILAR METALS CONTINUOUS AT 
METAL ROOF TRANSITION TO ALUMINUM GUTTER

REPLICATE PROFILE OF 
EXISTING GUTTER

REPLACE ANY DAMAGED OR DETERIORATED TERNE-
COATED STAINLESS STEEL FLASHING IN KIND 

GUTTER STRAP

* MATCH EXIST. SIZE AND DETAILING IN NEW MILL FINISH COPPER REPLICATIONS -
VERIFY IN FIELD (MAY VARY IN SIZE & DETAILING PER LOCATION)

NEW COPPER DOWNSPOUT, NEW CAST IRON RAIN LEADER, OR 
EXIST. CAST IRON RAIN LEADER TO REMAIN (VARIES PER 
LOCATION - COORD. W/ ARCHITECTURAL & PLUMBING PLANS)

3/4" PLYWOOD SET INTO EXIST. 
STONE/CONC. GUTTER

3/4" PLYWOOD, SLOPED TO OUTLETS -
SLOPE W/ SPACED PPT. WOOD SHIMS

CONT. 20 OZ. COPPER GUTTER LINER, 
OVER SLIP SHEET & HIGH-TEMP 
UNDERLAYMENT SLOPED TO OUTLET

COPPER DRAIN PAN W/ FLANGES ON ALL 
FOUR SIDES - TYP. LAPPED, RIVITED & 
SOLDERED SEAMS IN DIRECTION OF WATER 
FLOW

COPPER DROP TUBE W/ 
FLANGES - EXTEND ALL 
WAY DOWN THRU STONE 
CORNICE/CONC. GUTTER; 
4" MIN. OVERLAP W/ EXIST. 
CAST IRON LEADERS 
(WHERE EXIST.) - FULLY 
SEPARATE FROM 
DISSIMILAR METALS AS 
SHOWN

*DETAILING IS MIRRORED OVER CENTERLINE.
-VERIFY SIZE OF OUTLETS @ SECOND FLOOR 
BALCONIES IN FIELD

CL

1
 1

/2
"

@ GUTTERS

5" 3"

EXPANDED DIAMOND MESH COPPER 
DOWNSPOUT STRAINER

EXIST. STONE/CONC. GUTTER OR 
BALCONY FLOOR TO REMAIN

@
R

.L
E

A
D

E
R

S

4
"

@GUTTERS

2 1/2"

WEDGE AND CONT. 
SEALANT & BACKER 
ROD IN EXIST. REGLET

EXIST CONC GUTTER 
TO REMAIN

CONT. PPT. 2X6 SHIM RIPPED 
TO SLOPE OF GUTTER 
BOTTOM - TYP OF THREE

3/4" PLYWOOD GUTTER BOTTOM

PROVIDE CONT. COPPER 
COUNTER-FLASHING 
RECESSED INTO EXIST. 
MASONRY JOINT/REGLET -
SINGLE LOOSE LOCKED DRIP 
SEAM W/ COPPER APRON 
FLASHING

*NOTE: THIS GUTTER WAS NOT ACCESSIBILE DURING FIELD INVESTIGATIONS - CONTRACTOR IS TO 
VERIFY ALL DIMENSIONS IN FIELD & NOTIFY PROJECT ENGINEER OF FINDINGS PRIOR TO 
CONSTRUCTION

BUTYL TAPE IN OUTER FOLD OF 
LOOSE LOCK GUTTER SEAMS 
(EA. SIDE OF GUTTER) *DO NOT 
CRIMP TIGHT - NOTCH TO 
WEEP, 12" O.C. 

EXIST. STONE PILASTER 
BEYOND

3/4" PLYWOOD GUTTER BOX 
& BUILD OUT INSIDE EXIST. 
CONC. GUTTER TO REMAIN

HIGH POINT OF GUTTER

CONT. COPPER EDGE CLEAT 
(FASTENED 12" O.C) 

1/2" DIA. COPPER DRIP TUBES 
(THRU PLYWOOD, BELOW 
UNDERLAYMENT), LOCATED 
UNDER EA. EXPANSION JOINT, 
ADJACENT TO EA. DS OUTLET, 
& (2) MIN., SPACED EQUALLY 
BTWN. EA. OUTLET & 
EXPANSION JOINT

DOWNSPOUT FROM CONCOURSE ROOF TO 
EXTEND DOWN THRU CORE HOLE OF EXIST. 
CONC. GUTTER - COORDINATE W/ PLUMBING 
FOR TRANSITION TO RAIN LEADER ROUTE 
LEADING INTO BUILDING 

3"

3
"

2
"

3/4"

1 
1/

2"

EXISTING COPPER  
CAP FLASING

4
"

TERMINATION BAR WITH SEALANT

COPPER FLASHING

COPPER COUNTER-FLASHING WITH 
HEMMED DRIP EDGE

EPDM MEMEBRANE GUTTER 
LINER FULLY ADHERED TO 
PLYWOOD - TYP

MARINE GRADE PLYWOOD  -
KERFED WHERE GUTTER 
CURVES - COORDINATE 
FASTENING AND/ OR ADHERING 
METHOD WITH ARCHITECTURAL 
PRIOR TO CONSTRUCTION

COPPER FLASHING OVER SLIP 
SHEET AND HIGH TEMPERATURE 
SELF-ADHERED UNDERLAYMENT

SEAL OVER FASTENER

SILL STONE

* MATCH EXIST. SIZE AND DETAILING IN NEW MILL FINISH COPPER REPLICATIONS -
VERIFY IN FIELD (MAY VARY IN SIZE & DETAILING PER LOCATION)
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B2 TYP. GUTTER DETAIL
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3" = 1'-0"1.A7.702

A3 CONDUCTOR BOX (EXIST. TO REPLICATE)

3" = 1'-0"1.A7.702

C1 TYP. DOWNSPOUT OUTLET DETAIL

06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

3" = 1'-0"1.A7.702

B3 GUTTER @ CONCOURSE BASE

ALL TRANSVERSE GUTTER SEAMS TO BE LAPPED, 
RIVETED, & FULLY-SOLDERED IN SHINGLE FASHION IN 
DIRECTION OF WATER FLOW, PER A1/A600.

3" = 1'-0"1.A7.702

A4 THRU WALL CORNICE SCUPPER DRAIN (EXIST. TO REPLICATE)

SOGR - 1 

SOGR - 1 SOGR - 1 

SOGR - 1 

SOGR - 1 



EQUIPMENT SUPPORT STAND/VENT STACK FLASHING

NOT DRAWN TO SCALE2008 AM-13

WATERTIGHT SHEET-
METAL RAIN COLLAR
WITH STAINLESS-STEEL
DRAWBAND--OVERLAP
FLASHING COLLAR 3'' MIN.

NRCA STRONGLY RECOMMENDS PENETRATIONS SHOULD NOT INTERFERE WITH PANEL SEAMS OR OCCUR AT TRANSVERSE
SEAMS.

VENT STACKS AND OTHER PIPES SHOULD HAVE A MINIMUM OF 12 INCHES OF CLEARANCE ON ALL SIDES FROM WALLS, CURBS
AND OTHER PROJECTIONS TO FACILITATE PROPER FLASHING.

CUT HOLE IN ROOF DECK TO ALLOW FOR MOVEMENT.

FOR HOT PIPES, SPECIFIC HIGH-TEMPERATURE BOOTS SHOULD BE USED.

2.

3.

4.

NOTES:

OPTIONAL:
SLIP SHEET

1.

OPENING IN ROOF DECK

GASKETED FASTENERS--
SECURE FLASHING
COLLAR FLANGE TO
ROOF PANEL AND NOT
TO DECK SO AS NOT TO
FIX PANEL AT
PENETRATION

PREFORMED PENETRATION
FLASHING

SEALANT BEAD BETWEEN PIPE
AND FLASHING TOOLED TO
FACILITATE RUNOFF

ARCHITECTURAL
METAL ROOF PANEL

EQUIPMENT SUPPORT
STAND/VENT STACK--
SEE NOTE 1

OPTION:

UNDERLAYMENT

SEAM AND PANEL
PROFILES VARY

ROOF SUBSTRATE

STAINLESS-STEEL
DRAWBAND

SET SECUREMENT
RING IN CONTINUOUS
BEAD OF SEALANT

REFER TO THE AM/STM/SVM INTRODUCTION FOR ADDITIONAL INFORMATION.5.

12" +/-

2"

1
 1

/2
"

4
"

1
 1

/2
"

1
"

PARAPET ROOF

EXIST. BRICK PILASTER TO 
REMAIN

BASE OF EXIST. STONE 
BALUSTRADE TO REMAIN

CONT. SEALANT

PROVIDE TERMINATION BAR & 
EXPANSION ANCHORS OVER 
SEALANT - FASTEN 18" O.C. MIN. 
*KEEP FLUSH WITH ANGLE OF 
STONE ABOVE

EXIST. STUCCO PANEL TO 
REMAIN. FILL BEHIND STUCCO 
WITH PPT. WOOD IF CAVITY IS 
OPEN (BEHIND PANEL) OVER 
PILASTER

PROVIDE CONT. PPT. 
WOOD CANT NAILER

CONT CLEAT FASTENED 2X 
PER SIDE, MIN.

ALUMINUM CAP FLASHING 
(SLOPED) WITH INTEGRAL 
LOOSE-LOCK DRIP SEAMS -
CONT. AROUND ALL (3) SIDES OF 
PILASTER (TAB & PROVIDE TYP. 
LAPPED, RIVETED & SOLDERED 
CORNER SEAMS)

ALUMINUM FLASHING  WITH 
INTEGRAL DRIP CONT. OVER TOP OF 
PANELING, OVER SLIP SHEET & HIGH-
TEMP. WATERPROOFING 
UNDERLAYMENT 2

"

ALUMINUM COUNTER-FLASHING W/ SINGLE LOOSE-
LOCK BTM. DRIP EDGE OVER CONT. CLEAT 
(ANCHORED THRU VERT. MORTAR JOINTS 16" O.C. 
+/-) & FOLDED INTO TYP. FLAT LOCK SEAM W/ 
COPING CAP

EXIST. BRICK & STONE PARAPET, WALL & 
CORNICE TO REMAIN

V.I.F

1' - 0" +/-

V
.I
.F

1
' -

 6
" 

+
/-

E
A

. 
S

ID
E

3
"

9
"

________________________________________________________________________

1.A7.701
A1

ALUMINUM COPING CAP W/ TYP. FLAT LOCK 
SEAMS EA. SIDE & IN TRANSVERSE SEAMS, 24" 
O.C. +/- ANCHORED INTO EXIST. VERT. MORTAR 
JOINTS. INSTALL PIECES/SEAMS SO WATER SHEDS 
TO UNDERLYING PAN DOWN SLOPE. 

CLEATS IN TRANSVERSE SEAMS, SPACED 
AS SHOWN

ALUMINUM BASE FLASHING - PROVIDE TYP. 
FLAT LOCK TRANSVERSE SEAMS, 24" O.C. +/-
- STAGGERED W/ COPING CAP SEAMS

ALUMINUM APRON FLASHING W/ SINGLE 
LOOSE-LOCK BTM. DRIP EDGE OVER CONT. 
CLEAT (ANCHORED THRU VERT. MORTAR 
JOINTS 16" O.C. +/-). PROVIDE TYP. FLAT 
LOCK TRANSVERSE SEAMS INSTALLED SO 
WATER SHEDS TO UNDERLYING PAN DOWN 
SLOPE.

ALUMINUM CLEATS IN TRANSVERSE SEAMS, 
SPACED 12" O.C. MAX. APART ACROSS T.O. WALL 
WIDTH (APPROX. (3) PER SEAM)

SIM.

CONT. SEALANT

REMOVE EXIST. & PROVIDE NEW 
ALUMINUM FLASHING W/ INTEGRAL DRIP 
TO COVER OPEN TOP OF PANELING

EXIST. STUCCO PANEL TO REMAIN, 
U.O.N., OVER EXIST. BRICK 
PARAPET WALL

4
"

+
/-

1
 1

/2
"

2"

BASE OF EXIST. STONE 
BALUSTRADE TO REMAIN

PROVIDE S.S. TERMINATION BAR & 
EXPANSION ANCHORS OVER SEALANT -
FASTEN 18" O.C. MIN. *KEEP FLUSH W/ 
ANGLE OF STONE ABOVE

PARAPET ROOF

EXISTING CONCRETE 
TOPPING SLAB - VIF

EXISTING TERRACOTTA 
STRUCTURE

(4) 3/4"Ø HILTI SS HAS ROD IN
HILTI HY-70 MIN. EMBED 10" INTO
TERRACOTTA STRUCTURE

GALV. PIPE 6 STD.

2 -3/4" Ø SS BOLTS

STAIR STRINGER

GALV. PLATE   -
4"x21"x1'-9"

GALV 3/8" CAP PLATE

GALV PLATE - 2"x6"x4"

EXISTING STANDING SEAM 
METAL ROOF - REMOVE AND 
REINSTALL AS REQUIRED

RIGID INSULATION -
REPLACE AS REQURIED 
TO INSTALL PLATE

ROOF SHEATHING -
REPLACE AS REQUIRED 
TO INSTALL PLATE

________________________________________________________________________

1.A7.703

A3

PRE-FORMED STAINLESS STEEL 
PENETRATION  FLASHING - REFER TO 
NRCA DETAIL REFERENCED

EXISTING CONCRETE  SLAB

(4) 3/4"Ø HILTI SS HAS ROD IN
HILTI HY-70 MIN. EMBED 10" INTO
CONCRETE SLAB

GALV. PIPE 6 STD.

2 -3/4" Ø SS BOLTS

STAIR STRINGER

GALV. PLATE   -
4"x21"x1'-9"

GALV 3/8" CAP PLATE

GALV PLATE - 2"x6"x4"

RIGID INSULATION

COVER BOARD

SCHEDULED MEMBRANE ROOF

________________________________________________________________________

1.A7.705
B2 REFER TO DETAIL INDICATED 

FOR PRE-MOLDED MEMBRANE 
FLASHING DETAIL
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06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

34

3" = 1'-0"1.A7.703

C1 PILASTER CAP FLASHING
3" = 1'-0"1.A7.703

C3 SHEET METAL PARAPET CAP FLASHING
3" = 1'-0"1.A7.703

B1 DRIP CAP FLASHING OVER STUCCO PANELS

3" = 1'-0"1.A7.703

A1 SUPPORT DETAIL @ EXIST METAL ROOF

SOGR - 1 SOGR - 1 SOGR - 1 

12" = 1'-0"1.A7.703

A3 NRCA - AM13

3" = 1'-0"1.A7.703

A2 SUPPORT DETAIL @ MEMBRANE ROOF



3/
4"

PROTECT EXIST. DECORATIVE CAST 
IRON & ART GLASS FASCIA TO 
REMAIN - VERIFY CONNECTION TO 
CANOPY FRAMING & EXIST. SLAB 
PRIOR TO PERFORMING SLAB 
REPLACEMENT WORK 

APPROX. LOW POINT OF SLOPED 
SLAB SHOWN DASHED - FOR 
REFERENCE 

EXIST. C-CHANNEL TO REMAIN -
REFER TO STRUCTURAL

NEW PRECAST CONC PLANKS OVER EXIST 
SLOPED STRUCTURE  - REFER TO 
STRUCTURAL

SINGLE-PLY MEMBRANE ROOFING, FULLY-
ADHERED TO 1/2" THICK COVER BOARD, 
FULLY ADHERED TO DECK - FASTEN INTO 
END OF NAILER 6" O.C. MAX. W/GALV. NAILS
*IN EAST/WEST DIRECTION OF ROOF 
(WHERE STRUCTURE ITSELF IS NOT 
SLOPED): PROVIDE TAPERED INSULATION 
BOARD, FULLY-ADHERED OVER CONC. 
DECK (UNDER COVER BOARD) TO 
MAINTAIN LEVEL T.O. SLAB & PROVIDE 
SLOPE TO DRAIN 

CONT. 9" WIDE MEMBRANE STRIP 
FLASHING OVER 5" WIDE TERMINATION 
FLASHING, FULLY-ADHERED

CONT. PPT. 2X4 WOOD NAILER & CANT  -
ANCHOR 12" O.C. W/ COATED PHILLIPS HEAD 
ANCHORS

CONT. SEALANT (ALONG EA. EDGE OF 
MEMBRANE FLASHING STRIPS)

CONT. 20 OZ. COPPER EDGE 
FLASHING W/ INTEGRAL 
DRIP, FASTENED 4" O.C. 
MAX., INTO NAILER

CONT. COPPER CLEAT 
WRAPPED TIGHT OVER 
FASCIA EDGE & ADHERED W/ 
CONT. MASTIC

*CONTRACTOR TO FIELD VERIFY ALL 
DIMENSIONS & RELATIONSHIPS OF EXIST. 
COMPONENTS

SLOPE DN

3"

CONT. CLEAT, EA. SIDE, 
FASTENED 12" O.C., MIN.

EXIST. MASONRY PARAPET WALL 
TO REMAIN

SINGLE-PLY ROOF MEMBRANE, 
FULLY-ADHERED

1/2" THICK COVER BOARD OVER 4" MIN. RIGID 
INSULATION ADHERED TO EXIST. CONC. 
ROOF DECK TO REMAIN

CONT. REINFORCING 
MEMBRANE STRIP -
FASTEN THROUGH VERT. 
MORTAR JOINTS

NEW CONT. PPT. WOOD NAILERS 
TO REPLACE EXIST.

3/
4"

E
A

. 
S

ID
E

6
 1

/2
"

CONT ALUMINUM COPING CAP W/ 
INTEGRAL DRIPS, EA. SIDE

MATCH EXST.

10" +/- @ CONCOURSE

(WIDER @ UPPER ROOF)
V.I.F

SLOPE DN

1/4"/FT

L
O

C
A

T
IO

N
 O

N
 R

O
O

F

V
A

R
IE

S
 P

E
R

3/4"

6
"

8
" 

M
IN

.

EXIST. MASONRY WALL TO REMAIN 
(REPOINT JOINTS WHERE LOOSE OR 
DETERIORATED BEHIND NEW TURNED 
UP ROOFING)

CONT. SEALANT & BACKER ROD

PROVIDE 2-PIECE (REMOVABLE) 
COPPER COUNTERFLASHING & 
REGLET INTO EXIST. MORTAR JOINT -
REUSE/MATCH EXIST. TERMINATION 
JOINT

TERMINATION BAR, FASTENED 12" O.C. 
OVER COMPRESSIBLE SEALER

SINGLE-PLY ROOFING MEMBRANE, 
FULLY-ADHERED 

1/2" THICK COVER BOARD OVER RIGID 
INSULATION, ADHERED TO EXIST. 
CONC. ROOF DECK TO REMAIN

CONT. REINFORCING MEMBRANE 
STRIP, FASTENED 12" O.C. MAX.

EXISTING STANDING SEAM METAL ROOF

SINGLE-PLY MEMBRANE 
ROOFING FULLY ADHERED

3/4"PLYWOOD SHEATHING 
OVER RIGID INSULATION 
BOARD, OVER EXIST. CONC. 
ROOF DECK TO REMAIN.

12
3 1/2

EXISTING SINGLE PLY ROOFING SHOWN DASHED

USE MANUFACTUER'S 
RECOMENDED OVERLAP 
DISTANCE, ADHESIVE, AND PREP 
EXISTING MEMBRANE 

CONT SEALANT

FIT NEW CONT ROOFING MEMBRANE 
STRIP INTO EXISTING CLEAT

EXISTING SHEATHING 

AND INSULATION

NEW SHEATHING AND 

INSULATION

ALIGN 

SHEATHING

1 1/2"

EXIST. STONE CORNICE

RAKE OUT EXIST. MORTAR JOINT AS 
REGLET - PROVIDE WEDGE AND CONT. 
SEALANT & BACKER ROD

CONT. REINFORCING MEMBRANE STRIP, 
FASTENED 12" O.C.

SINGLE-PLY ROOFING MEMBRANE, FULLY-
ADHERED TO 1/2" THICK COVER BOARD -
TURN UP & RECESS INTO MORTAR 
JOINT/REGLET

INSTALL CONT. PPT. 2X4 WOOD CANT 
NAILER- ANCHOR 12"O.C. W/COATED 
PHILLIPS HEAD ANCHORS

NEW REINF. CONC. ROOF SLAB, 
SLOPED TO DRAIN - REFER TO 
STRUCTURAL

3/4"

V.I.F

10" +/-

3
"

SLOPE 1/4" PER FT.

1
 1

/2
"

5"

CREATE OPENING FOR SCUPPER 
(ABOVE) IN EXIST. MASONRY PARAPET 
WALL TO REMAIN

CONT. PPT. 2X6 WOOD NAILERS

4" RIGID INSULATION 
BOARD, ADHERED TO 
EXIST. CONC. DECK TO 
REMAIN

SINGLE-PLY MEMBRANE 
ROOFING, FULLY-ADHERED TO 
1/2" THICK COVER BOARD -
FASTEN AS SHOWN 12" O.C.

S
Q

.

6
" 

M
IN

.

EXIST MASONRY

CONT. PPT. SHIM - ALL 
SIDES OF OPENING

CONT. SEALANT & 
BACKER ROD - ALL 
SIDES OF OPENING

COPPER SCUPPER BOX W/ 
SINGLE - LOCK DRIP SEAMS 
AROUND EXT. OUTLET 
EDGES PROVIDE FULLY-
SOLDERED & RIVETED LAP 
JOINTS @ CORNERS

CONT. COPPER CLEAT - ALL 
SIDES OF OPENING

CONT. PPT. WOOD NAILERS - ALL SIDES OF OPENING

WRAP ALL SIDES OF OPENING W/ SINGLE-PLY 
MEMBREANE STRIP FLASHINGS, FULLY-ADHERED 
CONT. SEALANT ALONG EDGES

TERMINATION BAR, (2) FASTENERS PER SIDE

5" WIDE MEMBRANE FLASHING, FULLY-ADHERED W/ 
CONT. SEALANT ALONG EA. EDGE.

TERMINATION BAR W/ FASTENERS AT EA. END, THRU 
CONT. COPPER CLEAT

SINGLE-PLY MEMBRANE STRIP 
FLASHINGS, FULLY-ADHERED

5"

4
"

W
H

E
R

E
 S

E
P

. 
F

R
O

M
 C

A
P

REMOVE & REINSTALL BOTTOM 
PANELS @ EXIST. AHUs AS 
ABLE/NEEDED TO REPLACE 
CURB FLASHING

PROVIDE GALV. COUNTERFLASHING W/ 
INTEGRAL DRIP OR REINSTALL 
SALVAGED MECH. HOOD

GASKETED FASTENERS, 12" 
O.C. MAX.

SINGLE-PLY CURB FLASHING, 
FULLY-ADHERED, FASTENED 12" 
O.C. ALONG TOP EDGE

SINGLE-PLY ROOF MEMBRANE, 
FULLY ADHERED

1/2" THICK COVER BOARD 
OVER 4" RIGID INSULATION, 
ADHERED TO EXIST. CONC. 
ROOF DECK TO REMAIN

EXIST. EQUIP. CURB 
TO REMAIN

NEW CONT. PPT. 2X4 
WOOD NAILERS

CUT EXIST. 
MEMBRANE 
FLASHING & LEAVE 
AS SHOWN IF 
CANNOT FULLY BE 
REMOVED

1 1/2"

EXIST. STONE MASONRY WALL

RAKE OUT EXIST. MORTAR JOINT AS 
REGLET - PROVIDE CONT. SEALANT & 
BACKER ROD

EXIST. STONE BALCONY FLOOR (VERIFY 
SLOPE IN FIELD OR ADD'L SLOPING 
SUBSTRATE)

3/4"

NEW FLAT SEAM METAL ROOFING OVER SLIP 
SHEET & SELF-ADHERED HIGH TEMP. 
WATERPROOFING UNDERLAYMENT, SLOPED TO 
DRAIN

*AT SIM. DETAIL WITH SKY-FACING 
JOINTS BETWEEN BALUSTERS, PROVIDE 
CONT. SOFT LEAD T-CAP SET INTO 
CONT. SEALANT IN EXIST. MASONRY 
JOINT

COPPER COUNTERFLASHING W/ 
INTEGRAL DRIP

3
"

MAX.

4"
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ROOF DETAILS

60% SUBMISSION DRAFT

3" = 1'-0"1.A7.704

A3 MEMBRANE EDGE DETAIL @ WEST PORTICO CANOPY ROOF
3" = 1'-0"1.A7.704

A1 PARAPET CAP DETAIL @ MEMBRANE ROOFS

3" = 1'-0"1.A7.704

C2 MEMBRANE WALL BASE TERMINATION

3" = 1'-0"1.A7.704

B1 EPDM & METAL ROOF TRANSITION

3" = 1'-0"1.A7.704

B2 MEMBRANE TERMINATION INTO STONE REGLET

3" = 1'-0"1.A7.704

C3 MEMBRANE ROOF THRU WALL SCUPPER

3" = 1'-0"1.A7.704

A2 MEMBRANE FLASHING @ EXIST. EQUIP. CURB

06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

35

3" = 1'-0"1.A7.704

C1 TERMINATION INTO STONE REGLET

SOGR - 2 

SOGR - 2 

SOGR - 1 SOGR - 1 SOGR - 1 

SOGR - 1 

SOGR - 1 

SOGR - 1 



PRIMARY DRAIN

4

12

TAPER INSULATION DOWN 
TO/AROUND PRIMARY DRAIN

1/2" THICK COVER BOARD OVER RIGID 
INSULATION, ADHERED TO EXIST. CONC. 
ROOF DECK TO REMAIN

NEW CAST IRON DRAIN 
BODY & UNDERDECK 
CLAMP

SINGLE-PLY ROOF MEMBRANE, 
FULLY ADHERED

NEW COMPRESSION RING OVER 
WATERPROOFING SEALANT

REMOVE EXIST. & PROVIDE NEW 
STORM DRAIN PIPE; ENLARGE EXIST. 
CORE HOLE THRU DECK TO 
ACCOMMODATE NEW LARGER DIA. 
PIPE - REFER TO PLUMBING

1"

NEW CAST IRON STRAINER BASKET

POST, PIPE, OR CONDUIT

SINGLE-PLY ROOF MEMBRANE, 
FULLY ADHERED

1/2" THICK COVER BOARD 
OVER 4" RIGID INSULATION, 
ADHERED TO EXIST. CONC. 
ROOF DECK TO REMAIN

CONT. SEALANT

PRE-MOLDED MEMBRANE PIPE 
FLASHING FULLY-ADHERED TO 
ROOFING & SECURED W/ S.S. 
DRAWBAND @ TOP

CONT. SEALANT 8
" 

T
Y

P
.

4
" 

M
IN

.

RE-INSTALL SALVAGED MECH. UNIT -
SECURE TO ISOLATION PADS, OVER 
NEOPRENE PADS ON TOP OF CURB 

CONT. PPT. (3) 2X10 WOOD 
SUPPORT CURB, SECURED TO 
BASE NAILERS

SINGLE-PLY ROOF MEMBRANE,
FULLY-ADHERED

CONT. PPT. 2X10 NAILERS 
FASTENED TO EXIST. CONC. 

ROOF DECK
SINGLE-PLY FLASHING MEMBRANE, 
FULLY-ADHERED TO CURB - LAP 
OVER TOP OF CURB, EA. SIDE

CONTINUOUS SEALANT 
ALL SIDES

METAL CURB COVER W/ RECEIVER 
FOR COUNTERFLASHING @ ALL 

SIDES. PROVIDE GASKETED 
FASTENERS, 18" O.C. MIN. - LAP 

TRANSVERSE FLASHING JOINTS 3" 
MIN. & INTERMESH HEMMED EDGES

1/2" THICK COVER BOARD 
OVER 4" MIN. RIGID 

INSULATION BOARD, ADHERED 
TO EXIST. CONC. DECK TO 

REMAIN

V
.I
.F

EXIST. STUCCO PANEL TO REMAIN, 
U.O.N., OVER EXIST. BRICK 
PARAPET WALL

CUT OFF EXIST. MEMBRANE ROOFING 
@ BASE OF EXIST. PANEL & FLASHING

EXIST. COPPER FLASHING TO REMAIN

SINGLE-PLY MEMBRANE ROOFING, 
FULLY ADHERED 

PARAPET ROOF

1/2" THICK COVER BOARD OVER 
RIGID INSULATION, ADHERED TO 
EXIST. CONC. ROOF DECK TO 
REMAIN

TERMINATION BAR, FASTENED 
INTO VERT. MORTAR JOINTS 16" 
O.C. MAX., OVER COMPRESSIBLE 
FILLER

CONT. REINFORCING MEMBRANE 
STRIP, FASTENED 12" O.C. MAX.

FASTENERS @ 8" O.C., MAX. IN EA. DIRECTION INTO 
CHANNEL FURRING

PLASTER ON LATH - SCREED SMOOTH TO MATCH EXIST. 
ADJACENT STUCCO PANELS

20 GA. COATED GALV. STEEL HAT CHANNEL FURRING, SPACED 16" 
O.C., HORIZ. & VERT. FASTENED INTO MORTAR JOINTS OF BRICK 
MASONRY SUBSTRATE, 16" O.C. MAX.; LEAVE GAPS @ ENDS OF 
HORIZ. PIECES AT INTERSECTIONS W/ VERT. FURRING TO WEEP 

EXISTING BRICK PARAPET WALL

PREFAB COATED GALV. CONT. CASING BEAD

CONT. COPPER BASE FLASHING W/ 
INTEGRAL DRIP - ALIGN & LAP W/ 
ADJACENT EXIST.

PROVIDE TERMINATION BAR & EXPANSION 
ANCHORS 16" O.C. MAX. INTO MORTAR JOINTS, 
OVER COMPRESSIBLE FILLER

REFER TO DTL A2 FOR TYP. ROOFING BASE 
TERMINATION DETAILING

1
 1

/2
"

COATED GALV. J-
FURRING CHANNEL

FASTENERS @ 8" O.C., MAX. IN EA. 
DIRECTION INTO CHANNEL FURRING

PREFAB. COATED GALV., 
CONT. VERT. CONTROL JOINT 
BTWN. PANELS

20 GA. COATED GALV. STEEL FURRING 
HAT CHANNEL, SPACED 16" O.C. 
HORIZ. & VERT., FASTENED INTO 
MORTAR JOINTS OF BRICK MASONRY 
SUBSTRATE, 16" O.C. MAX.

EXIST. BRICK 
PARAPET WALL

TYP.
PLASTER ON METAL LATH

20 GA. COATED GALV. STEEL FURRING HAT CHANNEL -
VERIFY DEPTH IN FIELD TO MATCH EXISTING ADJACENT, 
SPACED 16" O.C. HORIZ. & VERT., FASTENED INTO 
MORTAR JOINTS OF BRICK MASONRY SUBSTRATE, 16" 
O.C. MAX.

STUCCO ON METAL LATH - VERIFY DEPTH IN FIELD TO 
MATCH EXISTING ADJACENT STUCCO - TYP

EXISTING BRICK PARAPET WALL

FASTENERS @ 8" O.C., MAX. IN EA. DIRECTION INTO 
CHANNEL FURRING

CONT. SEALANT & BACKER ROD

EXIST. STUCCO PANEL TO 
REMAIN (MAY OCCUR)

PREFAB. COATED  GALV. CONT. STUCCO CASING BEAD 

CONT. SINGLE-PLY MEMBRANE FLASHING, 
FULLY-ADHERED
*PROVIDE JOINT COVER & CORNER 
FLASHING @ OUTSIDE CORNERS 
(SKYLIGHT ENDS)

APPROXIMATE LINE OF SKYLIGHT 
AND SUPPORT REMOVAL SHOWN 
SHADED-DASHED

SKYLIGHT CURB:
5/8" EXTERIOR GYPSUM SHEATHING ON 
2X6 PT WOOD BLOCKING PACKED TIGHT 
WITH INSULATION

SKYLIGHT - BASIS-OF-DESIGN: WASCO -
SINGLE PITCH PINNACLE 350 SYSTEM 
WITH 1" LOW-E IGU

8
 3

/4
" 

M
IN

DEMOLITION NOTE:
REMOVE EXISTING SKYLIGHT COVERED 
MEMBRANE ROOF, SUPPORT SHEATHING, 
AND FRAMING ASSEMBLIES IN THEIR 
ENTIRETY TO EXISTING CONCRETE DECK, 
TO FACILITATE INSTALLATION OF NEW 
ROOFING, SKYLIGHT, AND CURB SUPPORT

OPENING, PERIMETER BLOCKING:
SOLID 2X8 PT BLOCKING SECURED TO 
EXISTING CONCRETE DECK TO HEIGHT OF 
ROOF INSULATION

SINGLE-PLY ROOF MEMBRANE ASSEMBLY:
MEMBRANE ON ROOF INSULATION ON VAPOR 
BARRIER ON PREPARED, EXISITNG CONCRETE 
DECK

3

12

APPROXIMATE LINE OF 
INTERIOR FINISH 
INSTALLED IN FUTURE 
CORE AND SHELL SCOPE 

EXTEND 
MEMBRANE UP & 
UNDER SKYLIGHT 
FLASHING
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ROOF & STUCCO DETAILS

60% SUBMISSION DRAFT

3" = 1'-0"1.A7.705

A3 MEMBRANE ROOF TERMINATION @ DRAINS

36

3" = 1'-0"1.A7.705

B2 MEMBRANE PIPE/POST PENETRATION FLASHING

06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

3" = 1'-0"1.A7.705

C2 NEW EQUIP. CURB DETAIL

3" = 1'-0"1.A7.705

A2 MEMBRANE TERMINATION - UNDER STUCCO PANELS
6" = 1'-0"1.A7.705

A1 STUCCO PANEL BASE DETAIL

6" = 1'-0"1.A7.705

B1 STUCCO PANEL CONTROL JOINT PLAN DETAIL

6" = 1'-0"1.A7.705

C1 STUCCO PANEL INSIDE CORNER PLAN DETAIL

03" 6"

SCALE

3" = 1' (11x17)
6" = 1' (22x34)

1 1/2" = 1'-0"1.A7.705

C3 SKYLIGHT CURB
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EXIST. SHEET METAL 
GUTTER TO REMAIN 

LAMINATED GLAZING - REFER TO 
PLAN FOR SCOPE OF WORK

SAFEGUARD EXIST. DECORATIVE 
PAINTED CAST IRON & ART GLASS 
FASCIA TO REMAIN - PROTECT 
DURING ALL WORK. 

ORIGINAL SPACED CAST IRON S-
SECTION OUTRIGGERS OVER 
DECORATIVE CANOPY BRACKETS 
BEYOND. SPOT REMOVE RUST, PREP, 
& RE-PAINT ALL COMPONENTS/ 
MEMBERS.   

EXIST. STEEL TUBE FRAMING, 2'-0" 
O.C. +/-, TYP. & CONT. ALONG FRONT. 
SPOT REMOVE RUST, PREP, & RE-
PAINT ALL COMPONENTS /MEMBERS. 

________________________________________________________________________

1.A7.706

C2

REMOVE EXIST. CONT. SHEET 
METAL SOFFIT TRIM & 
REPLACE W/ COPPER TRIM

BLAST CLEAN RUST FROM EXIST. 
CONT. CHANNEL FRAMING TO 
REMAIN, PREP, AND RE-PAINT -
REFER TO PLAN AND DETAIL FOR 
LOCATIONS WHERE ADD'L REINF IS 
REQUIRED

B2

1.A7.706

@ GLAZING REPL. 
LOCATIONS ONLY

EXIST. STONE BLDG. 
FACADE & CORNICE

EXIST. IRON TIE-ROD SUPPORTS - VIF

INTEGRTATION OF LIGHTING IS YET TO BE 
INDICATED IN THIS DETAIL - REFER TO 
LIGHTING DRAWINGS AND SPEC FOR SCOPE

EXIST. 
COUNTERFLASHING TO 
REMAIN

EXIST. LAMINATED GLAZING TO 
REMAIN (EXCEPT WHERE 
REPLACEMENT IS INDICATED ON 
PLAN, PER LEGEND)

EXIST. STONE 
FACADE TO 
REMAIN

WHERE INDICATED ON PLAN: BLAST 
CLEAN RUST FROM EXIST. C-CHANNEL. 
SISTER NEW GALV. STEEL L-ANGLE TO 
LENGTHS OF CHANNEL FRAMING 
WHERE DETERIORATED - REFER TO 
SECOND FLOOR/GLASS CANOPY PLAN 
FOR LOCATIONS AND TO STRUCTURAL 
GLASS CANOPY DETAILS. PREP & RE-
PAINT ENTIRE LENGTH OF EXIST. 
CHANNEL, AS WELL AS NEW ANGLE AND 
BOLTS W/ A HIGH-PERFORMANCE 
EPOXY COATING SYSTEM 
*ALL WORK TO OCCUR FROM BELOW.

ORIGINAL SPACED CAST IRON S-
SECTION OUTRIGGERS TO REMAIN. 
SPOT REMOVE RUST & RE-PAINT ALL 
MEMBERS, TYP. FOR ENTIRE CANOPY

REMOVE ALL DEBRIS FROM 
EXIST. LEAD COATED 
COPPER GUTTER TO 
REMAIN, TYP. FOR ENTIRE 
CANOPY

REMOVE ALL EXIST. SHEET METAL 
SOFFIT TRIM & REPLACE W/ 
COPPER FLASHING W/ INTEGRAL 
DRIP (PTD.) - SET INTO CONT. 
MASTIC & EXIST. REGLET ALONG 
BLDG. WALL (FULLY-SEPARATE 
DISSIMILAR METALS, SHOWN 
DASHED), TYP. FOR ENTIRE 
CANOPY

(VARIES)

2'-0" +/-

EXIST. STEEL TUBE FRAMING. SPOT 
REMOVE RUST & RE-PAINT ALL 
MEMBERS, TYP. FOR ENTIRE CANOPY

REMOVE & REINSTALL EXIST. ALUM. 
SNAP-ON CAPS TO ALLOW GLAZING 
REPLACEMENT (WHERE REQUIRED) 

REPLACE LAMINATED GLAZING TO 
MATCH EXIST. WHERE INDICATED ON 
PLAN (TEXTURED CLEAR UPPER 
PANE, CLEAR POLYVINYL 
INTERLAYER, CLEAR TEMPERED 
BOTTOM PANE - VERIFY THICKNESS 
IN FIELD)PROVIDE HOLLOW METAL 

FRAME AND STOP

NEW HOLLOW METAL DOOR, 
PTD.

1
/2

"

1
/4

"

2" 6"

*WIDTH OF EXIST. WALL 
TO BE V.I.F.

PROVIDE CONT. 
WEATHERSTRIPPING -
REFER TO DOOR 
HARDWARE SPEC

EXTERIOR

PROVIDE THERMALLY-BROKEN 
ALUM. THRESHOLD W/ 
INTEGRAL SEAL, SET IN FULL 
BED OF SEALANT

M
.O

. 
(V

.I
.F

)

7
 '
- 

6
" 

+
/-

INTERIOR

EXIST. BRICK SILL TO 
REMAIN - FILL IN ANY 
OPEN AREAS W/ NEW 
BRICK TO MATCH EXIST. & 
REPOINT ANY OPEN 
MORTAR JOINTS (@ SILL 
ONLY)

WELDED MASONRY 
FRAME ANCHOR & 
THROUGH BOLT

NEW GLAV. HOLLOW 
METAL FRAME W/ 
INTEGRAL STOP, PTD.

EXIST. INT. FINISHES TO 
REMAIN

*SCRAPE AND RE-PAINT EXIST. 
STEEL LINTEL TO REMAIN @ 
HEAD W/ A HIGH-PERFORMANCE 
EPOXY COATING SYSTEM

PPT. WOOD SHIM

CONT. SEALANT & 
BACKER ROD, EA. SIDE

INTERIOR

EXTERIOR

2
"

2"

6"

2"

EXIST. BRICK WALL

NEW HOLLOW METAL 
DOOR, PTD.

EDGE OF BRICKSILL & ALUM. 
THRESHOLD BELOW

2"

1
/4

" 
+

/-

*WIDTH OF EXIST. WALL & SIZE OF EXIST. 
M.O. TO BE V.I.F

6
"

3
'-
0
"W

 x
7
'-
4
" 

H
T

.
D

O
O

R
 O

P
E

N
IN

G
 

REDUCE MASONRY OPENING ALONG 
NORTH JAMB W/ BRICK AND MORTAR 
TO MATCH EXIST. TO ALLOW DOOR 
SWING, TO CLEAR ADJACENT 
CONDUCTOR BOX & DOWNSPOUT 

8
"
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CANOPY & DOOR DETAILS

60% SUBMISSION DRAFT

1/2" = 1'-0"1.A7.706

C3 GLASS CANOPY SECTION - TYP.

3" = 1'-0"1.A7.706

C2 CANOPY BACK CHANNEL DETAIL

3" = 1'-0"1.A7.706

B2 CANOPY GLAZING REPLACEMENT DETAIL
3" = 1'-0"1.A7.706

B1 SILL DETAIL @ ACCESS DOOR

3" = 1'-0"1.A7.706

C1 JAMB/HEAD @ ACCESS DOOR

06" 1'

SCALE

1 1/2" = 1' (11x17)
3" = 1' (22x34)

03 3

SCALE

1/4" = 1' (11x17)
1/2" = 1' (22x34)

37

SOGR - 1 

SOGR - 1 

SOGR - 1 

SOGR - 1 

SOGR - 1 



GLAZING

• OVERALL CONDITION OF WINDOW ASSEMBLY TRANSPOSED FROM: EHT - TRACERIES: WINDOW AND 
DOOR CONDITION SURVEY DATED AUGUST 2018.

• WE EXPECT THE CONDITION OF SOME WDW UNITS  WITHIN AN ASSEMBLY TO VARY.  UNTIL THIS 
DETAILED INFORMATION IS IN HAND, THE CONDITION OF WINDOW UNITS WITHIN EACH ASSEMBLY ARE 
ASSUMED TO MATCH THE OVERALL WINDOW ASSEMBLY CONDITION.  

• REFER TO SPECIFICATIONS FOR HISTORIC TREATMENT OF WOOD WINDOWS
• REFER TO 1.A7.801 FOR WINDOW & DOOR CONDITION LEGEND
• EXISTING GLAZING IS TO REMAIN UNO
• ANY DAMAGED GLAZING SCHEDULED TO REMAIN IS TO BE REPLACED IN KIND

GENERAL WINDOW RESTORATION NOTES

A:  CLASS A = GOOD CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN GOOD 
CONDITION AND EXHIBIT LITTLE SIGNS OF DETERIORATION;  NO REPAIR OR REPLACEMENT OF MATERIAL REQUIRED
;UNIT APPEARS FULLY OPERATIONAL

B:  CLASS B = FAIR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN FAIR 
CONDITION AND EXHIBIT SIGNS OF DETERIORATION, INCLUDING: LOCALIZED/MINOR LOSS OF MATERIAL,  PARTIALLY 
DECAYED FRAME, & MINOR STRUCTURAL DAMAGE.  THERE IS A COMBINATION OF HISTORIC AND CONTEMPORARY 
HARDWARE OR MISSING HARDWARE.  INDIVIDUAL DAMAGED ELEMENTS REQUIRE REPAIR INCLUDE:  BROKEN 
GLAZING AND HARDWARE & MINOR MATERIAL STABILAZATION.  UNIT APPEARS PARTIALLY OPERATIONAL

C:  CLASS C = POOR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN POOR 
CONDITION AND EXHIBIT ADVANCED SIGNS OF DETERIORATION, INCLUDING: LOSS OF MATERIAL & DECAYED 
STRUCTURE.  UNIT REQUIRES SIGNIFICANT REPAIR AND REPLACEMENT OF PARTS.  UNIT IS NOT OPERATIONAL.
UNIT IS SALVAGEABLE.

D.  CLASS D = EXTREMELY POOR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN 
SEVERELY DETERIORATED CONDITION AND EXHIBIT DAMAGE THROUGHOUT UNIT INCLUDING:  RUSTING, 
DECAYING/ROTTING MATERIAL, & STRUCTURAL DAMAGE.  UNIT IS NOT OPERATIONAL.  UNIT IS NOT SALVAGEABLE.
UNIT IS BEYOND REPAIR AND REQUIRES REPLACEMENT IN ENTIRETY.

1:  BOTTOM RAIL OF BOTTOM SASH IS SEPARATING FROM SIDE RAILS AND MAY NEED TO BE REPLACED 
2:  REMOVE DUCT CONNECTION AND PLYWOOD - REPLACE MISSING SASH IN KIND 
3:  REMOVE MECHANICAL  DEVICE THAT APPEARS TO BE INSTALLED IN OPEN BOTTOM SASH
4:  REMOVE MECHANICAL DEVICE AND ANY ASSOCIATED INFILL PANELS AND WIRING AND REPLACE MISSING SASH 
IN KIND
5.  MEETING RAIL OF UPPER SASH IS SEPARATED FROM RAIL
6:  BOTTOM RAIL OF LOWER SASH APPEARS TO SEVERELY DETERIORATED AND LIKELY NEEDS TO BE REPLACED
7:  MEETING RAIL OF SHASES B,E,H APPEAR TO BE SEVERELY DAMAGED AND LIKLEY NEED TO BE REPLACED
8.  UPPER SASH MEETING RAILS APPEAR TO BE SEVERELY DAMAGED AND LIKELY NEED TO BE REPLACED
9.  UPPER SASH IS RACKED, OUT OF ITS TRACK, AND MAY BE MISSING ITS GLAZING

CONDITION OF WDW UNITS WITHIN WDW ASSEMBLY

50.  reserved
51.  reserved
52.  reserved
53.  EXISTING OPAQUE GLAZING AT TRANSOM UNITS 4, 5, & 6 TO REMAIN
54.  REPLACE GLAZING AT UNITS 1, 2, & 3 WITH TYPE G4
55.  REPLACE OPAQUE GLAZING AT TRANSOM UNITS 4, 5, & 6 WITH TYPE G1
56.  REPLACE OPAQUE GLAZING OR PANEL AT TRANSOM UNIT 5 WITH TYPE G1
57.  REPLACE OPAQUE GLAZING AT UPPER SASH OF UNIT 3 WITH TYPE G1
58.  UPPER SASH OF UNIT 2 APPEARS DAMAGED OR PAINTED - CLEAN OR REPLACE DAMAGED GLAZING WITH TYPE G1
59.  REPLACE PLYWOOD AT UNIT 5 WITH TYPE G1

RESTORATION WDW SCHEDULE NOTES LEGEND

G1:  1/4" CLEAR 
G2:  1" IGU
G3:  CLEAR @ STORM SASH
G4:  OBSCURE PATTERN

GLAZING TYPES

H

E
C

Office of Engineering, is prohibited.

equipment.  The reproduction, display, sale or other disposition of this document without

Passenger Corporation (Amtrak), Office of Engineering, and is supplied on a confidential

the express written consent of the National Railroad Passenger Corporation,

basis solely for use in connection with the design and construction of Amtrak facilities and

This material is owned by and is the sole and exclusive property of the National Railroad

F
IL
E
 
N
A
M
E
:

S
TA
N
D
A
R
D
 
P
E
N
 
TA
B
LE
:

P
L
O
T 
S
C
A
LE
:

No. Revisions Date By

30th Street Station, Philadelphia, Pennsylvania 19104
National Railroad Passenger Corporation

Office of Chief Engineer
S T R U C T U R E S

DrawnDesigned Checked Date

F
U
LL

Y
E
S

Seal/signature : BALTIMORE MARYLAND

Tel  410.123.4567

Fax  410.123.4567

1300 Thames Street, Suite 10

Baltimore, MD 21231

United States

PENN STATION 
PARTNERS, LLC

Approved Date

WSP USA
1300 North 17th Street, Suite 1000
Arlington, VA 22209 

100 North Charles Street,14th Floor  
Baltimore, MD 21201 
Tel  410.576.0440 D

w
g.

 N
o.

Sheet name: 

Key Plan

Work Elem. No: C.RE.100048

HEADHOUSE REHABILITATION
EXTERIOR ENVELOPE  - EARLY RELEASE

1
.A
7
.8
0
1

Designer Author 10/9/20Checker 1.A7.801

RESTORATION WINDOW SCHEDULE

60% SUBMISSION DRAFT

RESTORATION WINDOW SCHEDULE - FIRST FLOOR

MARK TYPE

EXISTING CONDITION ASSESSMENT

MATERIAL

ASSEMBLY MO EXTERIOR FINISH INTERIOR FINISH

GLAZING STORM WDW COMMENTS
WDW

ASSEMBLY

WDW UNITS WITHIN WDW ASSEMBLY

WIDTH HEIGHT EXIST PROP EXIST PROP1 2 3 4 5 6 7 8 9 10 11 12
1.1 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.2 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.3 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.4 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.5 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.7 F A A A A A A A A A A - - - WD 9' - 11" 12' - 6 1/4" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.8 G A A A A A A A - - - - - - WD 10' - 0" 6' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN NO

1.9 G A A A A A A A - - - - - - WD 10' - 0" 6' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN NO

1.10 G A A A A A A A - - - - - - WD 10' - 0" 6' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN NO

1.11 F A A A A A A A A A A - - - WD 9' - 11" 12' - 6 1/4" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.13 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.14 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.15 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.16 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.17 N A A A A - - - - - - - - - WD 7' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.18 H B B B B B - - - - - - - - WD 9' - 0" 12' - 7 1/2" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.19 H A A A A A - - - - - - - - WD 9' - 0" 12' - 7 1/2" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.21 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.22 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.23 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.24 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.25 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.26 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.27 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.28 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.29 L A A A A A A A - - - - - - WD 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES WIDTH EXCLUDED BEACUSE WDW IS CURVED

1.30 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.31 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.32 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.33 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.34 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.35 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.36 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.37 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.38 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR NOT IN SCOPE - CONFIRM

1.39 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR NOT IN SCOPE - CONFIRM

1.40 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR NOT IN SCOPE - CONFIRM

1.43 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.44 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.45 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.46 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.47 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.48 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.49 K A A A A A A A A A - - - - WD 9' - 0" 15' - 0" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.50 J A A A A A A A A A - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.51 L A A A A A A A - - - - - - WD 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES WIDTH EXCLUDED BEACUSE WDW IS CURVED

1.52 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.53 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.54 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.55 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.56 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.57 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.58 J A A A A A A A - - - - - - WD 9' - 0" 12' - 0 1/8" PTD PTD TRANS TRANS EXIST G1 TO REMAIN EXISTING EXTERIOR

1.59 M B B B B B B B B B B B B B WD 20' - 4" 15' - 4" PTD PTD TRANS TRANS EXIST G1 TO REMAIN NO ASSEMBLY HEIGHT INCLUDES DOORS

1.60 A B B B B - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

1.62 A A A A A - - - - - - - - - WD 5' - 8" 12' - 10" PTD PTD TRANS TRANS EXIST G1 TO REMAIN YES

(CONFIRM WITH HISTORIC THAT REPLACEMENT GLAZING DOES NOT NEED TO BE OLD GLASS)



GLAZING

• OVERALL CONDITION OF WINDOW ASSEMBLY TRANSPOSED FROM: EHT - TRACERIES: WINDOW AND 
DOOR CONDITION SURVEY DATED AUGUST 2018.

• WE EXPECT THE CONDITION OF SOME WDW UNITS  WITHIN AN ASSEMBLY TO VARY.  UNTIL THIS 
DETAILED INFORMATION IS IN HAND, THE CONDITION OF WINDOW UNITS WITHIN EACH ASSEMBLY ARE 
ASSUMED TO MATCH THE OVERALL WINDOW ASSEMBLY CONDITION.  

• REFER TO SPECIFICATIONS FOR HISTORIC TREATMENT OF WOOD WINDOWS
• REFER TO 1.A7.801 FOR WINDOW & DOOR CONDITION LEGEND
• EXISTING GLAZING IS TO REMAIN UNO
• ANY DAMAGED GLAZING SCHEDULED TO REMAIN IS TO BE REPLACED IN KIND

GENERAL WINDOW RESTORATION NOTES

A:  CLASS A = GOOD CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN GOOD 
CONDITION AND EXHIBIT LITTLE SIGNS OF DETERIORATION;  NO REPAIR OR REPLACEMENT OF MATERIAL REQUIRED
;UNIT APPEARS FULLY OPERATIONAL

B:  CLASS B = FAIR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN FAIR 
CONDITION AND EXHIBIT SIGNS OF DETERIORATION, INCLUDING: LOCALIZED/MINOR LOSS OF MATERIAL,  PARTIALLY 
DECAYED FRAME, & MINOR STRUCTURAL DAMAGE.  THERE IS A COMBINATION OF HISTORIC AND CONTEMPORARY 
HARDWARE OR MISSING HARDWARE.  INDIVIDUAL DAMAGED ELEMENTS REQUIRE REPAIR INCLUDE:  BROKEN 
GLAZING AND HARDWARE & MINOR MATERIAL STABILAZATION.  UNIT APPEARS PARTIALLY OPERATIONAL

C:  CLASS C = POOR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN POOR 
CONDITION AND EXHIBIT ADVANCED SIGNS OF DETERIORATION, INCLUDING: LOSS OF MATERIAL & DECAYED 
STRUCTURE.  UNIT REQUIRES SIGNIFICANT REPAIR AND REPLACEMENT OF PARTS.  UNIT IS NOT OPERATIONAL.
UNIT IS SALVAGEABLE.

D.  CLASS D = EXTREMELY POOR CONDITION: WINDOW OR DOOR FRAME, SASH/LEAF, AND HARDWARE ARE IN 
SEVERELY DETERIORATED CONDITION AND EXHIBIT DAMAGE THROUGHOUT UNIT INCLUDING:  RUSTING, 
DECAYING/ROTTING MATERIAL, & STRUCTURAL DAMAGE.  UNIT IS NOT OPERATIONAL.  UNIT IS NOT SALVAGEABLE.
UNIT IS BEYOND REPAIR AND REQUIRES REPLACEMENT IN ENTIRETY.

1:  BOTTOM RAIL OF BOTTOM SASH IS SEPARATING FROM SIDE RAILS AND MAY NEED TO BE REPLACED 
2:  REMOVE DUCT CONNECTION AND PLYWOOD - REPLACE MISSING SASH IN KIND 
3:  REMOVE MECHANICAL  DEVICE THAT APPEARS TO BE INSTALLED IN OPEN BOTTOM SASH
4:  REMOVE MECHANICAL DEVICE AND ANY ASSOCIATED INFILL PANELS AND WIRING AND REPLACE MISSING SASH 
IN KIND
5.  MEETING RAIL OF UPPER SASH IS SEPARATED FROM RAIL
6:  BOTTOM RAIL OF LOWER SASH APPEARS TO SEVERELY DETERIORATED AND LIKELY NEEDS TO BE REPLACED
7:  MEETING RAIL OF SHASES B,E,H APPEAR TO BE SEVERELY DAMAGED AND LIKLEY NEED TO BE REPLACED
8.  UPPER SASH MEETING RAILS APPEAR TO BE SEVERELY DAMAGED AND LIKELY NEED TO BE REPLACED
9.  UPPER SASH IS RACKED, OUT OF ITS TRACK, AND MAY BE MISSING ITS GLAZING

CONDITION OF WDW UNITS WITHIN WDW ASSEMBLY

50.  reserved
51.  reserved
52.  reserved
53.  EXISTING OPAQUE GLAZING AT TRANSOM UNITS 4, 5, & 6 TO REMAIN
54.  REPLACE GLAZING AT UNITS 1, 2, & 3 WITH TYPE G4
55.  REPLACE OPAQUE GLAZING AT TRANSOM UNITS 4, 5, & 6 WITH TYPE G1
56.  REPLACE OPAQUE GLAZING OR PANEL AT TRANSOM UNIT 5 WITH TYPE G1
57.  REPLACE OPAQUE GLAZING AT UPPER SASH OF UNIT 3 WITH TYPE G1
58.  UPPER SASH OF UNIT 2 APPEARS DAMAGED OR PAINTED - CLEAN OR REPLACE DAMAGED GLAZING WITH TYPE G1
59.  REPLACE PLYWOOD AT UNIT 5 WITH TYPE G1

RESTORATION WDW SCHEDULE NOTES LEGEND

G1:  1/4" CLEAR 
G2:  1" IGU
G3:  CLEAR @ STORM SASH
G4:  OBSCURE PATTERN

GLAZING TYPES
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RESTORATION WINDOW SCHEDULE

60% SUBMISSION DRAFT

RESTORATION WINDOW SCHEDULE - SECOND & THIRD FLOORS

MARK TYPE

EXISTING CONDITION ASSESSMENT

MATERIAL

ASSEMBLY MO EXTERIOR FINISH INTERIOR FINISH

GLAZING
STORM
WDW COMMENTS

WDW
ASSEMBLY

WDW UNITS WITHIN WDW ASSEMBLY

WIDTH HEIGHT EXIST PROP EXIST PROP1 2 3 4 5 6 7 8 9
2.1 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.2 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.3 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.4 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.5 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.6 D B B B - - - - - - - WD 2' - 4" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.7 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.8 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.9 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.10 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 56 YES

2.11 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 56 YES

2.12 D B B B - - - - - - - WD 2' - 4" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.13 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 53, 54 YES

2.14 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 55 YES

2.15 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 55 YES

2.16 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.17 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.18 B C C C C C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.19 B C C, 8 C, 8 C, 8 C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 57 YES

2.20 B C C C, 9 C C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD 57 YES

2.21 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.22 B A A A A A A A - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.23 B A B,3 A A A A D, 4 - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.24 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.25 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN, 59 YES

2.26 D B B B, 2 - - - - - - - WD 2' - 4" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.27 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.28 B B B C, 1 B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.29 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.30 B C C C C, 6 C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.31 B D D D, 1 D D D D - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.32 D B B B - - - - - - - WD 2' - 4" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.33 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES REMOVE MESH SECURITY GRILLE

2.34 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES REMOVE MESH SECURITY GRILLE

2.35 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES REMOVE MESH SECURITY GRILLE

2.36 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES REMOVE MESH SECURITY GRILLE

2.37 B B B B B B B B - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.38 B C C C, 5, 6 C C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.39 B C C C C C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

2.40 B C C C C C C C - - - WD 8' - 7" 10' - 7 1/4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.1 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.2 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.3 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.4 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.5 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.6 E C C - - - - - - - - WD 2' - 4" 7' - 6" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.7 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.8 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.9 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.10 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.11 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.12 E B B - - - - - - - - WD 2' - 4" 7' - 6" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.13 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD 54 YES

3.14 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.15 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.16 C C C C C - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.17 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.18 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.19 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.20 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.21 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.22 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.23 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.24 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.25 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.26 E B B - - - - - - - - WD 2' - 4" 7' - 6" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.27 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.28 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.29 C A A A A - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.30 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD 58 YES

3.31 C C C C C - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.32 E B B - - - - - - - - WD 2' - 4" 7' - 6" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.33 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.34 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.35 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.36 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.37 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.38 C B B C B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.39 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES

3.40 C B B B B - - - - - - WD 8' - 7" 8' - 4" PTD PTD PTD PTD EXIST G1 TO REMAIN YES



G1:  1/4" CLEAR 
G2:  1" IGU
G3:  CLEAR @ STORM SASH
G4:  OBSCURE PATTERN

GLAZING TYPES

DECORATIVE METAL -
REMOVE RUST, PREP 
AND REPAINT

DECORATIVE METAL -
REMOVE RUST, PREP AND 
REPAINT

GRANITE WITH 
RELIEF PATTERN
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REPLACEMENT WDW SCHED AND

SPANDREL TYPES AND SCHED

60% SUBMISSION DRAFT

REPLACEMENT WINDOW SCHEDULE ee

Mark TYPE MATERIAL

SIZE FINISH

GLAZING

DETAILS

COMMENTSWIDTH HEIGHT EXTERIOR INTERIOR HEAD JAMB SILL
R4.1 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.2 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.3 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.4 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.5 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.6 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.7 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.8 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.9 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.10 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.11 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.12 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.13 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.14 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.15 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.16 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.17 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.18 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.20 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.21 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.22 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.23 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.24 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.25 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.26 Q WD 4' - 3" 7' - 6" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

R4.27 P WD 5' - 4" 7' - 0" PRE-FINISHED ALUM CLAD PRE-FINISHED TRANS G2 C1/1.A7.822 B2/1.A7.822 B3/1.A7.822

SPANDREL SCHEDULE

MARK TYPE MO WIDTH HEIGHT

S.1 1 8' - 7" 5' - 9 1/4"

S.2 1 8' - 7" 5' - 9 1/4"

S.3 1 8' - 7" 5' - 9 1/4"

S.4 1 8' - 7" 5' - 9 1/4"

S.5 1 8' - 7" 5' - 9 1/4"

S.6 3 2' - 4" 5' - 9 1/4"

S.7 2 8' - 7" 5' - 9 1/4"

S.8 2 8' - 7" 5' - 9 1/4"

S.9 2 8' - 7" 5' - 9 1/4"

S.10 2 8' - 7" 5' - 9 1/4"

S.11 2 8' - 7" 5' - 9 1/4"

S.12 3 2' - 4" 5' - 9 1/4"

S.13 1 8' - 7" 5' - 9 1/4"

S.14 1 8' - 7" 5' - 9 1/4"

S.15 1 8' - 7" 5' - 9 1/4"

S.16 1 8' - 7" 5' - 9 1/4"

S.17 1 8' - 7" 5' - 9 1/4"

S.18 1 8' - 7" 5' - 9 1/4"

S.19 1 8' - 7" 5' - 9 1/4"

S.20 1 8' - 7" 5' - 9 1/4"

S.21 1 8' - 7" 5' - 9 1/4"

S.22 1 8' - 7" 5' - 9 1/4"

S.24 1 8' - 7" 5' - 9 1/4"

S.25 1 8' - 7" 5' - 9 1/4"

S.26 3 2' - 4" 5' - 9 1/4"

S.27 1 8' - 7" 5' - 9 1/4"

S.28 1 8' - 7" 5' - 9 1/4"

S.29 1 8' - 7" 5' - 9 1/4"

S.30 1 8' - 7" 5' - 9 1/4"

S.31 1 8' - 7" 5' - 9 1/4"

S.32 3 2' - 4" 5' - 9 1/4"

S.33 1 8' - 7" 5' - 9 1/4"

S.34 1 8' - 7" 5' - 9 1/4"

S.35 1 8' - 7" 5' - 9 1/4"

S.36 1 8' - 7" 5' - 9 1/4"

S.37 1 8' - 7" 5' - 9 1/4"

S.38 1 8' - 7" 5' - 9 1/4"

S.38 1 8' - 7" 5' - 9 1/4"

S.39 1 8' - 7" 5' - 9 1/4"

S.40 1 8' - 7" 5' - 9 1/4"

3/4" = 1'-0"1.A7.803

1 SPANDREL TYPE 1
3/4" = 1'-0"1.A7.803

2 SPANDREL TYPE 2
3/4" = 1'-0"1.A7.803

3 SPANDREL TYPE 3
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EXTERIOR DOOR SCHEDULE

60% SUBMISSION DRAFT

DOOR SCHEDULE

DOOR NO.

DOOR INFO FRAME INFO DETAIL LOCATION

HDWR
NEW OR

EXIST COMMENTSWIDTH HEIGHT TYPE
SINGLE OR

PAIR CONDITION MAT'L

FINISH

GLAZING TYPE

CONDITION OF SIDELTES
AND TRANSOM INT  FINISH EXT FINISH

GLAZING HEAD JAMB SILLEXIST PROP 1 2 3 MATERIAL EXIST PROP  EXIST PROP
FIRST FLOOR - HH

111A 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

111B 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

111C 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

111D 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

111E 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

111F 3' - 0" 8' - 0" B1 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

112 3' - 6" 8' - 0" B3 SINGLE B WD TRANS TRANS EXIST G1 TO REMAIN C B B B PTD PTD PTD PTD EXIST G1 TO REMAIN E

113 6' - 0" 8' - 6" B2 PAIR B WD TRANS TRANS EXIST G1 TO REMAIN D B B B PTD PTD PTD PTD EXIST G1 TO REMAIN E

114A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

114B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

114C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

115A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

115B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

115C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

116A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

116B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

116C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

117A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

117B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

117C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

118A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

118B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

118C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

119A 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

119B 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

119C 3' - 0" 8' - 0" B1 SINGLE A WD TRANS TRANS EXIST G1 TO REMAIN SEE WDW SCHEDULE - - - - - - - - - E

128 3' - 6" 8' - 0" B3 SINGLE N/A WD TRANS TRANS EXIST G1 TO REMAIN C PTD PTD PTD PTD EXIST G1 TO REMAIN N

150 5' - 3" 8' - 1 1/2" B3 PAIR - UNEQUAL B WD TRANS TRANS EXIST G1 TO REMAIN A B B B WD PTD PTD PTD PTD EXIST G1 TO REMAIN

FOURTH FLOOR - HH

405 3' - 4" 6' - 8" A SINGLE MISSING HM N/A PRE-FINISHED N/A E - - - HM PTD PTD PTD PTD - N INSULATED DOOR AND FRAME
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WINDOW TYPES

60% SUBMISSION DRAFT

1/4" = 1'-0"1.A7.811

1 WINDOW TYPES B & C
1/4" = 1'-0"1.A7.811

2 WINDOW TYPES D & E

1/4" = 1'-0"1.A7.811

5 WINDOW TYPE A

1/4" = 1'-0"1.A7.811

6 WINDOW TYPE J

1/4" = 1'-0"1.A7.811

7 WINDOW TYPE F

1/4" = 1'-0"1.A7.811

8 WINDOW TYPE H

1/4" = 1'-0"1.A7.811

9 PLAN - WDW TYPE L

1/4" = 1'-0"1.A7.811

10 WINDOW TYPE L - SOUTH
1/4" = 1'-0"1.A7.811

11 WINDOW TYPE L - EAST

1/4" = 1'-0"1.A7.811

12 WINDOW TYPE G

1/4" = 1'-0"1.A7.811

13 WINDOW TYPE M - TRANSOM @ WEST ENTRY

1/4" = 1'-0"1.A7.811

3 WDW TYPE K

1/4" = 1'-0"1.A7.811

4 WINDOW TYPE N
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